HITACHI

SELF-CONTAINED AIR CONDITIONER

RUST EASY

PROOF INSTALLATION



HITACHI

Efficient and Reliable Cooling Solution

Built with Optimum Efficiency in Mind
- Condenser with super-slit fin heat exchanger performs efficiently thus lowers operation cost

+ Evaporator with super-slit fin coils and inner groove tube provides higher cooling capacity while
managing to keep a low noise profile

+ Insulated Indoor Compartment effectively eliminates heat loss

+ 2-3 compressors with 2-3 independent refrigeration cycles are equipped for balanced operation load

Durable Inside Out
WEATHER RESISTANCE

The unit's steel casing is glazed with a positive ion electrodeposition coating that effectively protects it from
rust and corrosion caused by adverse weather conditions.

COMPRESSOR PROTECTION
To ensure day-to-day operations, each compressor is fitted with a high pressure switch, an overcurrent relay, a
crankcase heater, a discharge gas thermostat reverse protection relay and a cycling protection timer relay.

FAN MOTOR PROTECTION
Evaporator fan motors are protected with thermal overcurrent relay while condenser fan motors have an
internal thermostat.

THREE INNOVATIONS. ONE NAME IN AIR CONDITIONING

Japanese Technology, Taiwanese Design and Filipino Craftsmanship and
Quality Control - Three great Asian innovations brought together to
create one exceptional air conditioner.

'CRAFTED IN THE
PHILIPPINES

S

TECHNOLOGY
FROM JAPAN

OTHER FEATURES

el

IET OPERATION © HIGH TEMPERATURE OPERATION UP TO 43°C (109°F) ® EASY INSTALLATION ® PRE-DRILLED DUCT FLANGE o
FACTORY COMPLETED UNIT (SYSTEM CONNECTION REQUIRED)  EASY MAINTENANCE THROUGH REMOVABLE SERVICE PANELS
OPTIONAL ACCESSORIES AVAILABLE (FILTER AND FILTER BOX)

OPERATION SPACE

Wall

Overhead Air
Clearance

Model

RUA-5AT3S

3000 or Greater

Minimum Maintenance Space

A ]

Minimum Air
Intake Space

c D E

Maximum Height
of Wall

H

RUA-8AT3S

RUA-10AT3S

RUA-15AT3S

RUA-20AT3S

RUA-30AT3S

STANDARD POWER SUPPLY

Main (AC 3@)
220V 60Hz

WORKING RANGE

Control (AC 1@)
220V 60Hz

The control circuit voltage for room thermostat is decreased
to AC 1@24V by the transformer provided in the unit.

Model

RUA-5AT3S
RUA-BAT3S
RUA-10AT3S
RUA-15AT3S
RUA-20AT3S

RUA-30AT3S

Note:

Maximum

43.0°CDB
(109.4’FDB)

Condenser Air Inlet Temperature

Minimum

20.0°CDB
(68.0°FDB)

14.0°CDB
(57.2°’FDB)

Maximum

32.0°CDB/23.0°CWB
(89.6°'FDB/73.4'FWB)

Evaporator Air Inlet Temperature

Minimum

20.0°CDB/15.0°'CWB
(68.0°FDB/59.0°'FWB)

1. The indoor temperature ranges
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UNIT DIMENSIONS

UNIT DIMENSIONS
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UNIT DIMENSIONS

RUA-20AT3S

Mark Name
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RUA-30AT3S

Model

MNominal Cooling
Capacity at 35°C outdoor
Control
Cabinet
Color

MUNSELL Code

Height

Outer Dimension Width

Depth

Net Weight

Refrigerant
Flow Control
Number of Circuits
Type
Medel
Compressor ok
otor
Quantity
Type
Fan

Air Flow m3/min

Condenser

Motor

Quantity
Type

Fan

m/min

MNominal Air Flow

Motor

Quantity

Condensate Drain

Unit General Data
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Connections

Wiring Hole

Approximate
Packing

Motes

Size
Quantity
Type

Control

Width

Depth

RUA-5AT3S RUA-8AT3IS RUA-10AT3S RUA-15AT3S RUA-20AT3S RUA-30AT3S
12,500 18,600 26,300 38,800 52,700 78,100
14,600 21,700 30,600 45,100 61,300 90,800
49.700 73.900 104,500 154,100 209,300 310,100
100, 100, 0 100, 0 100, 50, 0 100, 50, © 100, 66, 0

Synthetic Resin Painted Galvanized Steel Plates
Beige
2.5Y 8/2
630 730 900 980 1,500 1,500
24 1316 28 3/4 35 7716 38 19/32 59 1/16 59 1/16
1,020 1,020 1,020 1,400 1,900 1,900
40 3/16 40 3/16 40 3716 55 1/8 74 13/16 74 13,16
1,460 1,660 1,660 2135 1,945 2,425
57 1/2 65 3/8 65 3/8 B4 76 9/16 g5 1/2
194 280 315 565 800 985
428 617 695 1,243 1.760 2,167
R-22
Capillary Tube
2 3
Hermetic Scroll
s500DH 750EL 1000EL 750EL 1000EL 1000EL
375 55 75 55 75 75
5 7.5 10 75 10 0
1 3
Multi-Pass Cross-Finned Tube
Propeller Fan
120 135 160 270 320 480
0.38 0.5 0.5 0.5 .5 0.5
1/2 3/5 3/5 375 3/8 3/5
1 1 1 3 2 3
Multi-Pass Cross-Finned Tube
Multi-Blade Centrifugal Fan (Double Suction)
48 [:7:] 90 130 1Bo 260
o77 115 15 217 30 433
770 1150 1,500 2170 3.000 4,330
0.55 075 15 22 37 55
374 1 2 3 5 75
1 1 1 1 1 1
Female Piping Thread Screw
374 3/4 3/4 3/4 1 1
1 1 1 2 2 2
Knockout Hole
@52 @52 @52 @52 @52 @52
2 1/18 2 1/16 2 1/16 2 1/16 2 1/16 2 1/16
@261 @261 @261 @261 @20 @20
11/32 11/32 11/32 11/32 11/4 1174
205 310 345 B45 gzo 1,120
484 683 7589 1,490 2112 2,585
785 885 1,055 1,075 1,680 1,680
30 14/16 34 13718 41 9/18 42 5716 66 1/8 66 1/8
1,080 1,080 1,080 1,525 2,100 2,100
42 1/2 4z 1/2 4z 1/2 60 1/16 B2 11/16 82 11/16
1.525 1725 1725 2,220 2,045 2,510
6o 67 15/16 67 15/16 87 3/8 8o 1/2 98 13/16
1.29 165 197 3.64 72 8.86

1. Capacities are gross capacities which do net include a deduction for evaporator fan motar heat.
2. The nominal cooling capacity is based on the combined capacity of the HITACHI Standard Split System and is based on JIS standard B8616-1959,

Temperature Conditions:

Evaporator Alr Inlet Temperature

27°C DB (80'F DBY
19'C WB (66'F WB)

Condenser Alr Inlet Temperature
“35°C DB (95'F DB}




YourWorld
In Betteer Comfort

H I-I-AC H I Manila Office: Tel (02) 362-4847 Fax: (02)362-1769 Service: (02) 362-3842
Cebu Office; Tel (032) 232-6634 Fax (032)231-7533 Service: (032) 232-8831
Specifications in this catalog are subject to change without any notice in order that HITACHI may bring the latest innovations to our customers.
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